
Files Preparation

Files  have  to be delivered in Adobe PDF closed, 
single page, ready to print with fold mark and 0,5 
mm bleed

All fonts used in the document should be 
included 

Images supplied in tiff, eps, dcs, jpg or psd 
should all have the same encoding

Images should be delivered in CMYK with colour 
profile assigned and declared

Images should be 300dpi minimum resolution; 
line drawings/eps should have a minimum 
resolution of 1200dpi

Any Pantone colours used should be clearly 
specified and the naming of colours must be  
homogeneous throughout the document 

ISO Certified colour proofs must be delivered 
along with the files

Preparazione dei file 

I file devono essere forniti in formato Adobe PDF 
chiusi, a pagina singola pronti per la stampa con 
crocini e abbondanze  di 0,5 mm.

Devono sempre essere allegate al documento tutte 
le fonts utilizzate 

Le immagini fornite in tiff, eps, dcs, jpg, psd, 
devono avere preferibilmente tutte lo stesso 
formato di registrazione

Le immagini devono essere fornite in CMYK (con 
profilo colore incluso dichiarato)

Le immagini devono avere una risoluzione minima 
di 300 dpi. Le immagini al tratto una risoluzione 
minima di 1200 dpi 

Devono essere sempre specificati i pantoni 
utilizzati nel documento. La denominazione dei 
pantoni utilizzata deve rimanere univoca in tutto il 
documento 

Devono sempre essere allegate al documento le 
prove colore certificate ISO.




